
 

 

  - Q&A  

1. :  R9 295x2  X99 , .  

;  

:  BIOS  site  ASRock. 

Model BIOS Version 
X99 Extreme3 P1.80 
X99 Extreme4 P1.80 
X99 Extreme6  P1.80 
X99 Extreme6/ac P1.60 

X99 Extreme11 P1.10 
X99 OC Formula P1.80 
X99 Professional P1.60 
X99 WS  P1.70 
X99 WS-E P1.20 
X99 WS-E/10G P1.20 

X99M Extreme4 P1.70 
X99M Killer  P1.80 
X99X Killer  P1.80 

    1.  PCI-E  R9 

295x2 VGA  VGA 

. 

     2.  BIOS. 

 3.  BIOS (BIOS defaults)  

. 

 4.  BIOS  “Instant Flash”  BIOS. 

 5.  BIOS ,  R9 295x2  

. 

2. :  turbo  970 Performance,  

; 

:  turbo  970 Performance,  «Core C6 

Mode»  [Enabled]  BIOS . ( : BIOS -> Advanced -> CPU Configuration -> 

Core C6 Mode). 

 



 

 

3. :  (AM1/ FM2/ FM2+)  5  beep  

. ; 

: 5  beep . 

 AMD CPUs (  AMD Athlon/Sempron family CPU)  

. ,  

.  

 site  AMD  

: http://products.amd.com/en-gb/DesktopCPUResult.aspx  

4. :   Windows 7, 8  NVMe. ; 

:  Microsoft Windows 7  Windows 8  NVMe driver,  

Microsoft Windows 8.1  NVMe . 

5. :  (DVI  D-Sub)  FM2A88X Extreme6+ ,  

 Windows 8.1. ; 

:  BIOS P3.30 . 

: 

http://www.asrock.com/mb/AMD/FM2A88X%20Extreme6+/?cat=Download&os=BIOS  


